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NOTE:
1   MATERIAL
    TERMINAL : COPPER ALLOY.
    SHELL: STAINLESS STEEL.
    HOUSING : HIGH TEMPERATURE THERMO PLASTIC UL94V-0 BLACK
2   FINISH
    TERMINAL: NICKLE UNDERPLATING;
              GOLD PLATING ON CONTACT AREA.
              GOLD FLASH PLATING ON SOLDERING AREA.
    SHELL: NICKLE UNDERPLATING;
          PURE TIN PLATING ON SOLDERING AREA.
3   COPLANARITY AMONG ALL SOLDER TAILS:0.08 mm MAX.
4   RECOMMENDED DURABILITY :2,000 CYCLES.
5   PACKAGING:TAPE & REEL.
6   RECOMMEND SOLDERING THICKNESS:100 MICRON MIN.
    RECOMMEND SOLDERING AREA:100% OF REFERENCE LAYOUT PATTERN.
             

RECOMMENDED PWB LAYOUT
TOLERANCE:�#�0.05mm

1932766-1, AS SHOWN

CL OF CONNECTOR

SEE DETAIL A DETAIL  A
SCALE  40:1

NO CIRCUITS ALLOWED AREA

CONNECTOR LAYOUT

CENTER LINE OF CONNECTOR
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40mm MIN.
WITHOUT CHARGE

100mm MIN.
WITHOUT CHARGE 

WITH PRODUCT CHARGE
1100 PCS/1REEL

FRANGE CORE DIA
100�#�1

32.5�#�1

330�#�1
REEL DIA.

250mm MIN.
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SEALED WITH COVER TAPESEALED WITH COVER TAPE

NOTES:
1. MATERIAL: PS,0.4MM THICKNESS, BLACK.
2. QUANTITY PER REEL:1100PCS.
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