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 DIGITUS Desktop CAT 6, Class E Patch Panel, shielded 4016032241584DN-91608SD

  

 

  DIGITUS Desktop CAT 6 Patch Panel, shielded 

CLass E, 8-port RJ45, 8P8C, LSA Color black RAL 9005  

 

Applicable for SOHO solutions  

Manufactured acc. Link Performance Class E, for up to 250MHz, EN 50173 and ISO/IEC 11801  

 
 
Package Content 

l Desktop panel 

l Mounting instruction 

l Cable ties  

l  Class E , up to 250 MHz, ISO IEC 11801, EN 50173

l  1 Gbit Ethernet

l  Material housing: SECC, 1,5mm Electrogalvanized, Cold-rolled Steel accc. EN1.4301, UNS S30400, AISI 304 and 

LMSAD110 

l  Shielded RJ45 sockets, 8P8C

l  Cable installation via LSA strips, color coded according to EIA/TIA 568 A & B

l  Fixing option for cable ties

l  Central ground connection

l  Desktop version

l  Category: CAT 6

l  Ports: 8

l  Color: black, RAL 9005

l  Units: 1

l  Dimensions (HxWxD): 44,162,112 mm
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 DIGITUS Desktop CAT 6, Class E Patch Panel, shielded 4016032241584DN-91608SD

 

Country of origin: China  

 Logistics
Number 

(pcs) 

Weight 

(kg) 

Depth 

(cm) 

Width 

(cm) 

Height 

(cm) 
cm³ 

Packaging Unit Carton 10 7,78 30,00 26,00 33,00 25740,00 

Packaging Unit Inside 1 0,78 5,50 28,50 15,00 2351,25 

Packaging Unit Single 1 0,78 5,50 28,50 15,00 2351,25 

Net single without Packaging 1 0,00 45,00 17,00 11,00 8415,00 

 

 

Packaging type
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