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RELEASED DRAWING Jun.05,2018 | White | TOMMY

NOTES: UNLESS OTHERWISE SPECIFIED

1. MATERIAL: COPPER ALLQOY, GOLD PLATED

2.

SPECIFICATIONS:

2.1 RATED CURRENT: 10 AMPS

2.2 CONTACT RESISTANCE: <5 milliohm

2.3 AVAILABLE WIRE RANGE: 18AWG~22AWG
2.4 RoHS COMPLIANT

3. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY.
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SEE PART NUMBER CHART b
QUANTITY PART NUMBER DESCRIPTION ITEM | —
MATERIALS LIST
UNLESS OTHERWISE SPECIFIED
1) Al dimansions are in metictmm). SIGNATURES | DATE >3 j 3 —
2) Tolerances are as follows: DRAWN White Jn 052018 m O
IPLBECIR0 | feon o o |
SrLbecso0s | A9t Tod Jun 05,2018 Sine Systems - www.amphenol-sine.com
3) Note reference = & ENGINEER: 44724 Morley Drive
APPROVAL Clinton Township, MI 48036
MATERIAL SPECIFICATIONS: 332 Jun 05,2018
CUSTOMER: .
Socket contact,1.0mm,Crimp 18~22AWG
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THE AMPHENOL CORPORATION. NO RIGHTS
OF REPRODUCTION ARE IMPLIED. ALL
DIMENSIONS ARE SUBJECT TO NORMAL
MANUFACTURING VARIATIONS.
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