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SMT POWER INDUCTORS 
Wire Wound

Part hardened for aerospace use.
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Maximum Reflow Temperature 235°C 
Storage Temperature: -55°C to +125°C
Moisture Sensitivity Level (MSL): 3 
Pick-and-place Compatible
Designed for dc/dc Converters

Dielectric Strength: Up to 15 A
Frequency Range: 500 Vrms
Can be made available in a RoHS  
configuration by special request  
(Sn100 lead finish)

Electrical Specifications @ 25°C — Operating Temperature 0°C to 70°C

Part 
Number

Inductance
(mH± 35%)

Irated
(A)

Leakage Inductance 
(µH Nom)

DCR
(µΩ MAX) Inpedance Curve Weight 

(Grams) Quantity in Tube

PL1241 0.760 4.7 4.559 40 #6 6.2 30

PL1241-1 0.760 4.7 4.559 40 #6 6.2 30

Notes:
1. Leakage inductance tested to 100 kHz, 1140 mV, (1-2) with (3-4) shorted.
2. Add the suffix “T” to the part number for Tape & Reel packaging
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Dimensions:  Inches
 mm
Unless otherwise specified, 
all tolerances are ± .010
                               0,25

Dimensions:  Inches
 mm
Unless otherwise specified, 
all tolerances are ± .010
                               0,25
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SMT COMMON CHOKES
500 Vrms Isolation

M184A (3/13)
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Performance warranty of products offered on this data sheet is limited to the parameters specified. Data is subject to change without notice. Other brand and product names mentioned herein may be 
trademarks or registered trademarks of their respective owners. © Copyright, 2013. Pulse Electronics, Inc. All rights reserved.
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